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match exactly. Duplicate messages 
must not be relayed automatically. 

(11) A header code with the EAN 
Event code specified in § 11.31(c) that is 
received through any of the audio in-
puts must override all other messages. 

(b) Attention Signal. EAS Decoders at 
broadcast stations shall have detection 
and activation circuitry that will 
demute a receiver upon detection of 
the two audio tones of 853 Hz and 960 
Hz. To prevent false responses, decod-
ers designed to use the two tones for 
broadcast receiver demuting shall com-
ply with the following: 

(1) Time Delay. A minimum time 
delay of 8 but not more than 16 seconds 
of tone reception shall be incorporated 
into the demuting or activation proc-
ess to insure that the tones will be au-
dible for a period of at least 4 seconds. 
After July 1, 1995, the time delay shall 
be 3–4 seconds. 

(2) Operation Bandwidth. The decoder 
circuitry shall not respond to tones 
which vary more than ±5 Hz from each 
of the frequencies, 853 Hz and 960 Hz. 

(3) Reset Ability. The decoder shall 
have a means to manually or automati-
cally reset the associated broadcast re-
ceiver to a muted state. 

(c) Decoders shall be capable of oper-
ation within the tolerances specified in 
this section as well as those in §11.32 
(b), (c) and (d). 

[59 FR 67092, Dec. 28, 1994, as amended at 60 
FR 55999, Nov. 6, 1995; 67 FR 18510, Apr. 16, 
2002] 

§ 11.34 Acceptability of the equipment. 

(a) An EAS Encoder used for gener-
ating the EAS codes and the Attention 
Signal must be Certified in accordance 
with the procedures in part 2, subpart 
J, of this chapter. The data and infor-
mation submitted must show the capa-
bility of the equipment to meet the re-
quirements of this part as well as the 
requirements contained in part 15 of 
this chapter for digital devices. 

(b) Decoders used for the detection of 
the EAS codes and receiving the Atten-
tion Signal must be Certified in ac-
cordance with the procedures in part 2, 
subpart J, of this chapter. The data and 
information submitted must show the 
capability of the equipment to meet 
the requirements of this part as well as 

the requirements contained in part 15 
of this chapter for digital devices. 

(c) The functions of the EAS decoder, 
Attention Signal generator and re-
ceiver, and the EAS encoder specified 
in §§ 11.31, 11.32 and 11.33 may be com-
bined and Certified as a single unit pro-
vided that the unit complies with all 
specifications in this rule section. 

(d) Manufacturers must include in-
structions and information on how to 
install, operate and program an EAS 
Encoder, EAS Decoder, or combined 
unit and a list of all State and county 
FIPS numbers with each unit sold or 
marketed in the U.S. 

(e) Waiver requests of the Certifi-
cation requirements for EAS Encoders 
or EAS Decoders which are constructed 
for use at a broadcast station or sub-
ject cable system, but are not offered 
for sale will be considered on an indi-
vidual basis in accordance with part 1, 
subpart G, of this chapter. 

(f) Modifications to existing author-
ized EAS decoders, encoders or com-
bined units necessary to implement the 
new EAS codes specified in § 11.31 and 
to implement the selective displaying 
and logging feature specified in 
§ 11.33(a)(4) will be considered Class I 
permissive changes that do not require 
a new application for and grant of 
equipment certification under part 2, 
subpart J of this chapter. 

(g) All existing and new models of 
EAS encoders, decoders and combined 
units manufactured after August 1, 2003 
must be capable of generating and de-
tecting the new EAS codes specified in 
§ 11.31 in order to be certified under 
part 2, subpart J of this chapter. All 
existing and new models of EAS decod-
ers and combined units manufactured 
after August 1, 2003 must have the se-
lective displaying and logging capa-
bility specified in § 11.33(a)(4) in order 
to be certified under part 2, subpart J 
of this chapter. 

[59 FR 67092, Dec. 28, 1994, as amended at 60 
FR 56000, Nov. 6, 1995; 67 FR 18510, Apr. 16, 
2002] 

§ 11.35 Equipment operational readi-
ness. 

(a) Broadcast stations and cable sys-
tems and wireless cable systems are re-
sponsible for ensuring that EAS 
Encoders, EAS Decoders and Attention 
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